








Advanced image processing

3D structure analysis technology to support mobile exam

Virtual Grid Dynamic Visualization Il

A full range of DR detectors are available. Multiple
panels can be carried on the system simultaneously,
providing flexibility and comprehensive support for
any mobile imaging.The C24 detector simplifies

Provides a high quality image without
using a grid

R FDRD-EVOIIC24  FDRD-EVOIIC35  FDRD-EVO Il G35 FDR D-EVO Il C43 FDR D-EVO Il G43 : : . - .
Neonatal examinations in InCUbators' (24 x 30 cm model) (14 x 17 inch model) (14 x 17 inch model) (17 x 17 inch model) (17 x 17 inch model) VlrtUaI Grld prOCeSSlng corrects fOr the Advanced reCOgnlthn algo”thms
effects of scatter radiation. Without the automatically adjust contrast and
need for a grid, Virtual Grid retains ¢ density for individual body parts ’
.. . . high contrast and image sharpness, based o
Irradiation Side Sampling (ISS) method while preventing the asymmetric

Dynamic
VisualizationIl

density resulting from misalignment Virtual Grid
of X-ray tube and detector. (Option)

Conventional Processing

Dynamic Visualization Il

Conventional Processing Dynamic Visualization Il

Abdomen Cervical Spine  Thoracic Spine  Lumber Spine

Noise Reduction Circuit

Virtual Grid
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Dimensions

753~1,318

FDR Go PLUS Specifications

Model

Total Size (W x L)

Height of Column

Weight

Monitor Size

Dose Area Product

Maximum X-ray Output

Anatomical Program

Column Rotation Range

X-ray Tube Unit Rotation Angle
X-ray Tube Unit Axial Rotation Angle

FDR D-EVO Il series

MOBILE X-RAY SYSTEM FDR Go

560mm x 1,285 mm
1,270mm

440kg

19inch

Calculated Dose Area Product Display Function

32 kW

432 types

+270°

+180°

Forward 90°, Backward 30°

Unit:mm

FDR D-EVO 11 C24

FDR D-EVO 11 C35

FDR D-EVO Il G35

FDR D-EVO 11 C43

FDR D-EVO 11 G43

(including battery)

(including battery)

(including battery)

(including battery)

Scintillator Csl (Cesium lodide) Csl (Cesium lodide) GOS (Gadolinium oxysulfide) Csl (Cesium lodide) GOS (Gadolinium oxysulfide)
Detector Size 328 X268 x 15 mm 460 x 384 X 15 mm 460 x 384 x 15 mm 460 x 460 X 15 mm 460 x 460 x 15 mm
(Approx.) (Approx.) (Approx.) (Approx.) (Approx.)
[12.9"x10.6" X 0.6"] [18"x 15" x 0.6"] [18"x 15" % 0.6"] [18"x 18" x 0.6"] [18"x 18" x 0.6"]
Weight Approx. 1.5 kg Approx. 2.6 kg Approx. 2.5 kg Approx.3.2 kg Approx.3.2 kg
[3.31bs.] [5.7 Ibs.] [5.5 Ibs.] [7.1 1bs.] [7.1 1bs.]

(including battery)

«Specifications are subject to change without notice.

+All brand names or trademarks are the property of their respective owners.
«All products require the regulatory approval of the importing country.

«For the details of regulatory information and availability in your country, please contact our local representative.
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